WASHINGTON STATE ENERGY CODE

TABLE 10-7A
Steel Truss' Framed Ceiling U,

Cavity Truss Span (ft)

R-value 12 14 16 18 20 22 24 26 28 30 32 34 36
19 0.1075 | 0.0991 | 0.0928 | 0.0878 | 0.0839 | 0.0807 | 0.0780 | 0.0757 | 0.0737 | 0.0720 | 0.0706 | 0.0693 | 0.0681
30 0.0907 | 0.0823 | 0.0760 | 0.0710 | 0.0671 | 0.0638 | 0.0612 | 0.0589 | 0.0569 | 0.0552 | 0.0538 | 0.0525 | 0.0513
38 0.0844 | 0.0759 | 0.0696 | 0.0647 | 0.0607 | 0.0575 | 0.0548 | 0.0525 | 0.0506 | 0.0489 | 0.0474 | 0.0461 | 0.0449
49 0.0789 | 0.0704 | 0.0641 | 0.0592 | 0.0552 | 0.0520 | 0.0493 | 0.0470 | 0.0451 | 0.0434 | 0.0419 | 0.0406 | 0.0395

1. Assembly values based on 24 inch on center truss spacing; 11 Truss member connections penetrating insulation (4 at
the eaves, 7 in theinterior space); 2 inch drywall ceiling; al truss members are 2x4 "C" channels with a solid web.

2. Ceiling sheathing installed between bottom chord and drywall.
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